
1. Resilient channels should be RC Deluxe as manufactured by Dietrich, or a manufactured product that is 
    equal dimensionally. 
     Nominal dimensions are:  a.   2.5” overall width 
               b.   0.50” thickness
               c.   0.50” screw area to connect RC channel to the joist
               d.   1.50” screw area to connect gypsum board to the RC channel
               e.   25-gauge galvanized steel

2. RC Assurance is a spacer that is used in every location where a resilient channel is connected to a joist. 
3. RC Assurance is designed to snap on to the 0.50” FLANGE of a resilient channel with the pinch point 
    on the top and bottom. The 90-degree leg points down toward the open area of the resilient channel.
4. Spacing for resilient channels varies from UL Assembly and may be between 12.0” to 24.0” on center. 
    Please consult your project specifications for proper spacing.
5. Lay out all resilient channels, following the recommended guidelines of the Gypsum Contractors 
    Association, UL and the project specifications.
6. FASTENING THE RESILIENT CHANNEL TO THE JOIST WITH RC ASSURANCE™ 
    For installation with RC Deluxe from Dietrich, snap enough RC Assurance onto the flange of the resilient 
    channel to fasten the entire 12-foot section, one for each joist connection; RC Assurance will lock and slide 
    to the proper position. Use a 1 3/4” type “S” buglehead screw to fasten the assembly to the joist. Complete 
    the installation of the channel, leaving a small (0.125”) gap between the structural wall elements and the butt 
    end of the resilient channel. Wherever possible, utilize the screw holes in the resilient channel, but where 
    alignment with the center of a joist does not work screw through the resilient channel to fasten to the joist.
7. SEAMING RESILIENT CHANNEL
    Most assemblies require a 4.0” overlap of resilient channel butt ends. For this application, slide the two 
    flanges into the RC Assurance and screw through both pieces to fasten to the joist.
8. CONNECTING GYPSUM BOARD TO RESILIENT CHANNEL
    Consult the UL Assembly or project specification for the type of screw to install. Typically, type “S” or “W” 
    buglehead screws are required. RC ASSURANCE is typically installed with a 1.25” type “S” screw for the first 
    layer of gypsum board, and a 1 7/8” type “S” screw for a second layer.
9. DO NOT INSTALL A RESILIENT CHANNEL WITH ONLY ONE FASTENER AND/OR ONLY ONE RC 
    ASSURANCE.
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QUIET QURL is a component in an overall floor/ceiling assembly. Its performance is affected by every other component and the likelihood of achieving 
code compliance is contingent upon many other trades including framers, plumbers, drywall contractors to name a few. Developers and general 
contractors are responsible for building properly and testing field performance as soon as possible in order to assure the reliability of the project. 
WARNING: Laboratory tests are not a guarantee of field performance because of the issues noted above and many other design errors that may occur. 
Please consult a professional acoustical consultant to assure plans are proper and that the floor/ceiling assembly can perform to expectations.
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